
inch (mm) Elec. Mech.

0.028 (0.71) 85 85 4 2 4 - -

0.057 (1.45) 115 125 4 2 1 4 -

0.025 (0.64) 94V-0 50 140 3 1 0 - -

0.057 (1.45) 94V-0 50 140 3 1 0 1 -

0.030 (0.76) 130 140 0 0 0 - Yes

0.060 (1.52) 130 140 0 0 0 1 Yes

0.025 (0.64) 140 160 4 4 4 - -

0.055 (1.40) 170 180 3 4 4 - -

0.025 (0.64) 140 160 4 4 4 - -

0.055 (1.40) 170 180 3 4 4 - -

0.028 (0.71) 130 130 4 4 4 - -

0.057 (1.45) 130 130 5 3 4 3 -

0.028 (0.71) 130 130 4 2 3 - -

0.057 (1.45) 130 130 - - 0 1 -

0.028 (0.71) 125 125 5 3 4 - -

0.057 (1.45) 125 125 4 3 4 - -

1 Only applies to Postville, IA manufactured material.
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Underwriters Laboratories – Norplex-Micarta - Listed Products

File Number #: E187147            (QMTS2 & QMTS8)

Tubes directly covered under the E187147 are listed below in blue.  Rods directly covered under this

listing are listed in burgundy.
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